


WALU LOCK          Automatic safety covers

> WALU LOCK : 
The 100% automatic,  
100% comfort  
safety cover 
PVC coated fabric made of reinforced flexible composite material of 650 g / sqm,  
anti-abrasion treated and reinforced for the curb stones, anodised aluminium tracks,  
fully automated roll-up/unroll system: the WALU LOCK cover is designed to ensure  
total safety and optimal comfort. 

WALU LOCK : 
can be adapted to all pool types
WALU LOCK can be adapted to rectangular pools, freeform shapes or large sizes and comes in 
two versions: integrated into a dry pit (UNDER) or above ground (TOP), thus it can be adapted  
to all types of pool, whether it already exists, is being built or is being renovated. 
Several types of tracks on (TOP or FLAT) or under coping stones (UNDER) and many combinations 
allow a wide range of configurations to be obtained.  

WALU lock can be adapted to all pool shapes  
(according to feasibility study and pool plan provided). 
The maximum width between the tracks is 6.00m*.  
The maximum length of the tracks is 13.00m*.
* 7.00m x 15.00m for Walu Lock under under.
 
 
WALU LOCK : 
year round use, protection and cleanliness of the pool in summer 
and winter
WALU lock puts an end to evaporation and avoids heat loss.  
You can thus prolong the duration of use of your pool whilst reducing heating costs.  
As the cover is totally tight all around the edge, it limits the development  
of algae and pollution, the pool stays perfectly clean in summer and winter.  
You save on treatment products and you reduce your maintenance budget. 

A built-in system automatically drains rainwater and collects debris when the cover is opened.  
In winter, rainwater is drained by an automatic low pressure pump.

WALU LOCK : 
motorisation with automatic stop at final position
Rolling up and unrolling is made by a hydraulic motor,  
without race end adjustment and without an electrical supply near the pool,  
ensuring more reliability and more safety.  

WALU LOCK : 
a secure concept, simple and quick handling 
The opening and closing of the cover is made at the turn of a key.  
One to two minutes is all that is needed to roll up or unroll WALU LOCK,  
thus stopping use of the pool between each swim.

> Colours

Blue Swiss GreenEmerald Sand Grey

FOR  

POOLS THAT EXIST,  

ARE BEING BUILT OR ARE 

BEING RENOVATED 

Motorisation integrated  
into a dry pit.  

Tracks positioned under the  
coping stone.

WALU LOCK UNDER UNDER

UNDER

Model

UNDER

Motorisation integrated  
into a dry pit.  

Flat tracks to set into  
the paving.

WALU LOCK UNDER FLAT

UNDER

Model

FLAT

Motorisation integrated  
into a dry pit.  

Above ground tracks fixed   
on top of the paving.

WALU LOCK UNDER TOP

UNDER

Model

TOP

Over ground motorisation  
version. 

Above ground tracks fixed   
on top of the paving.

WALU LOCK TOP TOP

TOP

Model

TOP

Over ground motorisation  
version. 

Flat tracks to set into  
the paving.

WALU LOCK TOP FLAT

TOP

Model

FLAT

New



WALU LOCK          Automatic safety covers

> Options:
Smooth PVC covering  
frame (white or sand) 
or exotic wood.

> Options: 
Smooth PVC covering 
frame (white or sand) 
or exotic wood.

> Options: 
PVC pit cover 
(white or sand)  
or exotic wood.

> Options:
PVC pit cover 
(white or sand) 
or exotic wood.

> Options: 
PVC pit cover 
(white or sand) 
or exotic wood.

Compliance with 

French safety 

standard NF P 90-308  

(tested by the National  

Testing Laboratory)

Motorisation integrated  
into a dry pit.  

Tracks positioned under the  
coping stone.

WALU LOCK UNDER UNDER
Model

Motorisation integrated  
into a dry pit.  

Flat tracks to set into  
the paving.

WALU LOCK UNDER FLAT

Motorisation integrated  
into a dry pit.  

Above ground tracks fixed   
on top of the paving.

WALU LOCK UNDER TOP

Over ground motorisation  
version. 

Above ground tracks fixed   
on top of the paving.

WALU LOCK TOP TOP

Over ground motorisation  
version. 

Flat tracks to set into  
the paving.

WALU LOCK TOP FLAT

TOP

FLAT

TOP

FLAT

UNDER
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■ Key command 

for opening/closing

■ PVC pit cover■ Exotic wood covering frame

■ Sand PVC covering frame

■ Automatic pump 
for the draining of rainwater

■ Exotic Wood pit cover

■ White PVC covering frame

Keep this document for future reference

■ Tightness guard

M.A.P. Depot, Goudhurst Road, 
Marden, Kent TN12 9NW
Phone 01622 832800 
Fax 01622 831880 
info@procopiuk.co.uk
www.procopiuk.co.uk

Swimming pool safety cover designed to prevent access 
to the pool for children under five years of age.

Warning:
This cover does not dispense with the need to 
take sensible precautions and exercise individual 
responsibility.  It is not intended to dispense with 
the need for supervision of young children by their 
parents and/or responsible adults, which remains 
essential for their safety.

Distributed by:

■ �Power pack
Hydraulic motor

* �According to our warranty 
terms available from your 
distributor and delivered with 
the cover. 


